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COPPER SINGLE-FLUE

Chimney Covers Draft King Single Flue

STOCK OUTSIDE TILE SIZE FITS OUTSIDE TILE APPROX. LBS.
NUMBER (IN INCHES) DIMENSION (IN INCHES) SHIPPING WEIGHT

CP99 9 x 9 71⁄2 x 71⁄2 to 91⁄2 x 91⁄2 7.0
CP913 9 x 13 71⁄2 x 111⁄2 to 91⁄2 x 131⁄2 8.5
CP918 9 x 18 71⁄2 x 161⁄2 to 91⁄4 x 181⁄4 10.0
CP1216 12 x 16 10 x 14 to 121⁄4 x 161⁄4 11.5
CP1313 13 x 13 111⁄2 x 111⁄2 to 131⁄2 x 131⁄2 10.0
CP1318 13 x 18 111⁄2 x 161⁄2 to 131⁄4 x 181⁄4 12.0
CP1818 18 x 18 161⁄2 x 161⁄2 to 18 x 18 14.5

COPPER

FEATURES

� HY-C Lifetime Limited Warranty
� 100% Stainless Steel
� 24 Gauge Single Piece Stainless Steel

Hood with Scalloped Corners and
Roll Formed Edges 

STAINLESS STEEL

Enhance the appearance of your home while 
protecting your chimney!

� HY-C Lifetime Limited Warranty
� 24 Gauge Single Piece 100% Copper

Hood with Scalloped Corners and Roll
Formed Edges

� 18 Gauge 3⁄4" Expanded 100% Copper Mesh

� Removable Hood for Easy Chimney Cleaning
� 16 Gauge Copper Plated Stainless 

Steel Base for Extra Strength
� Slotted Hex-Head Copper Plated

Stainless Steel Mounting Bolts

� Outside Band Mounting Provides Greater
Free Air-Space for Better Draft

� Expanded Metal Mesh Turned Inward at
Base to Allow Cover to Rest Firmly on
Tile Closing Any Openings Around Tile

FEATURES

STOCK OUTSIDE TILE SIZE FITS OUTSIDE TILE APPROX. LBS.
NUMBER (IN INCHES) DIMENSION (IN INCHES) SHPG. WEIGHT

SS99U 9 x 9 71⁄2 x 71⁄2 to 91⁄2 x 91⁄2 6.5
SS913U 9 x 13 71⁄2 x 111⁄2 to 91⁄2 x 131⁄2 8.0
SS1313U 13 x 13 111⁄2 x 111⁄2 to 131⁄2 to 131⁄2 9.5
SS1318U 13 x 18 111⁄2 x 161⁄2 to 131⁄4 x 181⁄4 11.0
SS1818U 18 x 18 161⁄2 x 161⁄2 to 18 x 18 13.0
SS918U 9 x 18 71⁄2 x 161⁄2 to 91⁄4 x 181⁄4 9.0
SS59U 5 x 9 31⁄2 x 71⁄2 to 51⁄2 x 91⁄2 5.0
SS1216U 12 x 16 10 x 14 to 121⁄4 x161⁄4 10.5
SS1111U 11 x 11 93⁄4 x 93⁄4 to 12 x 12 9.0
SS1515U 15 x 15 133⁄4 x 133⁄4 to 16 x 16 11.5
SS2020U 20 x 20 181⁄2 x 181⁄2 to 201⁄4 x 201⁄4 14.0
SS811U 10" Round – Slip-In 91⁄2 to 101⁄2 Round 7.5
SS813U 12" Round – Slip-In 111⁄2 to 121⁄2 Round 9.5
SS815U 14" Round – Slip-In 131⁄2 to 141⁄2 Round 10.0
SS10U 10" Round – Bolt-On 91⁄2 to 101⁄2 Round 5.7
SS12U 12" Round – Bolt-On 111⁄2 to 121⁄2 Round 8.2
SS14U 14" Round – Bolt-On 131⁄2 to 141⁄2 Round 8.8

LK4-SS Leg Kit Option to convert combo into slip-in 1.5
LK4-SS-M Leg Kit (Packed 25) Option to convert combo into slip-in 38.0

The stock #s shown below are made with 5⁄8" stainless steel expanded metal mesh
and are used for flue tiles commonly found in California.

SSC99U 9 x 9 71⁄2 x 71⁄2 to 91⁄2 x 91⁄2 6.5
SSC913U 9 x 13 71⁄2 x 111⁄2 to 91⁄2 x 131⁄2 8.0
SSC1313U 13 x 13 111⁄2 x 111⁄2 to 131⁄2 to 131⁄2 9.5
SSC817U 8 x 17 Oval 71⁄2 x 161⁄2 to 91⁄4 x 181⁄4 9.0

9 x 18 Rect.
SSC1017U 10 x 17 Oval 91⁄2 x 161⁄2 to 11 x 181⁄4 10.5
SSC1317U 13 x 17 Oval 111⁄2 x 161⁄2 to 131⁄4 x 181⁄4 11.0

13 x 18 Rect.
SSC1321U 13 x 21 Oval 12 x 20 to 131⁄2 x 22 13.5
SSC1721U 17 x 21 Oval 16 x 20 to 171⁄2 x 22 15.0
SSC820U 8 x 20 Oval 61⁄2 x 17 to 81⁄8 x 19 10.0
SSC921U 9 x 21 Oval 71⁄8 x 191⁄8 to 91⁄2 x 211⁄8 10.5

� 16 Gauge Stainless Steel Base for 
Extra Strength

� 18 Gauge 3⁄4" Expanded Stainless 
Steel Mesh

� 18 Gauge 5⁄8" Expanded Stainless Steel
Mesh Available For California

� Stainless Steel Slotted Hex-Head Bolts
� Expanded Metal Mesh Turned Inward at

Base to Allow Cover to Rest Firmly on
Tile Closing Any Openings Around Tile

� Outside Mounting Provides Greater Free
Air-Space for Better Draft

� Optional Heavy-Duty Stainless Steel
Leg Kit
For use when flue tile does not extend above crown.

Change “U” to “P” for painted�

SS16U         16" Round – Bolt-On  
SS18U         18" Round – Bolt-On

151⁄2 to 161⁄2 Round
171⁄2 to 181⁄2 Round

 9.0 
 9.5 

Made in the U.S.A.

Chimney Covers Draft King Single Flue
BLACK-  PAINTED GALVANIZED STEEL
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STOCK OUTSIDE TILE SIZE FITS OUTSIDE TILE APPROX. LBS.
NUMBER (IN INCHES) DIMENSION (IN INCHES) SHPG. WEIGHT

CBO99 9 x 9 71⁄2 x 71⁄2 to 91⁄2 x 91⁄2 7.0
CBO913 9 x 13 71⁄2 x 111⁄2 to 91⁄2 x 131⁄2 8.0
CBO1313 13 x 13 111⁄2 x 111⁄2 to 131⁄2 to 131⁄2 10.0
CBO1318 13 x 18 111⁄2 x 161⁄2 to 131⁄4 x 181⁄4 12.0
CBO1818 18 x 18 161⁄2 x 161⁄2 to 18 x 18 14.5
CBO918 9 x 18 71⁄2 x 161⁄2 to 91⁄4 x 181⁄4 10.0
CBO59 5 x 9 31⁄2 x 71⁄2 to 51⁄2 x 91⁄2 5.5
CBO1216 12 x 16 10 x 14 to 121⁄4 x161⁄4 11.5
CBO1111 11 x 11 93⁄4 x 93⁄4 to 12 x 12 9.5
CBO1515 15 x 15 133⁄4 x133⁄4 to 16 x 16 13.5
CBO2020 20 x 20 181⁄2 x 181⁄2 to 201⁄4 x 201⁄4 15.0
CBO811 10" Round – Slip-In 91⁄2 to 101⁄2 Round 8.0
CBO813 12" Round – Slip-In 111⁄2 to 121⁄2 Round 10.5
CBO815 14" Round – Slip-In 131⁄2 to 141⁄2 Round 11.0
CBO10 10" Round – Bolt-On 91⁄2 to 101⁄2 Round 6.3
CBO12 12" Round – Bolt-On 111⁄2 to 121⁄2 Round 8.9
CBO14 14" Round – Bolt-On 131⁄2 to 141⁄2 Round 9.6

LK4 Leg Kit Option to convert combo into slip-in 1.5
LK4-M Leg Kit (Packed 25) Option to convert combo into slip-in 38.0

 5⁄The stock #s shown below are made with 8" galvanized expanded metal mesh
and are used for flue tiles commonly found in California.

CBC99 9 x 9 71⁄2 x 71⁄2 to 91⁄2 x 91⁄2 7.0
CBC913 9 x 13 71⁄2 x 111⁄2 to 91⁄2 x 131⁄2 8.0
CBC1313 13 x 13 111⁄2 x 111⁄2 to 131⁄2 to 131⁄2 10.0
CBC817 8 x 17 Oval 71⁄2 x 161⁄2 to 91⁄4 x 181⁄4 10.0

9 x 18 Rect.
CBC1017 10 x 17 Oval 91⁄2 x 161⁄2 to 11 x 181⁄4 11.5
CBC1317 13 x 17 Oval 111⁄2 x 161⁄2 to 131⁄4 x 181⁄4 12.0

13 x 18 Rect.
CBC1321 13 x 21 Oval 12 x 20 to 131⁄2 x 22 14.0
CBC1721 17 x 21 Oval 16 x 20 to 171⁄2 x 22 15.5
CBC820 8 x 20 Oval 61⁄2 x 17 to 81⁄8 x 19 10.5
CBC921 9 x 21 Oval 71⁄8 x 191⁄8 to 91⁄2 x 211⁄8 11.0

FEATURES

� Seven-Year Limited Warranty
�  24 Gauge Single Piece Galvanized 

 Steel Hood with Scalloped Corners
 and Drip Edge

� 14 Gauge Galvanized Steel Base for
Extra Strength

� 18 Gauge 3⁄4" Expanded Galvanized 
Steel Mesh

� 18 Gauge 5⁄8" Expanded Galvanized Steel
Mesh Available For California

� Attractive Black Powder Coated 
Paint Finish

� Slotted Hex-Head Bolts
� Expanded Metal Mesh Turned Inward at

Base to Allow Cover to Rest Firmly on
Tile Closing Any Openings Around Tile

� Outside Mounting Provides Greater Free
Air-Space for Better Draft

� Optional: Heavy-Duty Leg Kit
For use when flue tile does not extend above crown.

LK4 Black-Painted Leg Kit

LK4-SS Stainless Steel Leg Kit

CBO1313 Shown With Optional Leg Kit Attached

CBO16 16" Round – Bolt-On
CBO18 18" Round – Bolt-On

151⁄2 161⁄2 Round                   9.0
171⁄2 181⁄2 Round                   9.5

to 
to 

 

Note: In situations where Oil or Coal is burned, or when Wood/Pellets are used as primary source of heat, do not use Aluminum or Black-Painted Galvanized Steel Covers.

Made in the U.S.A.


